\ WOOD AND CHIPBOARD
SCREWS

COUNTERSUNK HEAD POZI
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TECHNICAL CHARACTERISTICS
] 23 035 84 | 045 ‘ 25 06
‘ Head depth 1,76/ 2,01 200/231  246/292 | 299/346 | 299/346 338/384
l Screw driver PZ1 Pz2 pPz2 Pz2 Pz2 PZ3
Dk 570+020 | 6,70+020 | 7,70+020 | 870+020 | 930+020 | 1130+020
G 030/060 | 030/060 | 040/070 | 050/080 | 060/090 070/110
g 1,00 120 145 160 1,63 1,74
f 1,04 1,20 135 150 1,60 232
e 101 113 1,25 1,39 1,50 2,39
d 180/210 2,00/230 230/260 | 250/280 290/330 360/ 410
P 1,70 £10% 2,00 +10% 2,30 £10% 260+10% | 290+10% 350 +10%
d1 295 345 395 445 495 595
d2 3,05 355 4,05 4,55 505 6,05
a/b 0,22/0,22 | 022/027 | 022/032 |0,22/037 |0,22/042 | 022/ 0,45
Minimum breaking torque 1,80 Nm 2,60 Nm 390 Nm 5,00 Nm 7,00 Nm 11,50 Nm
For ROCKET screws less than 25 mm, diameters d1 and d2 are identical.
Al @ L=12/16 20/30 35/55* 60/100** 10/120 130/180 200
Tolerance 0/-0,90 0/-1,05 0/-125 0/-1,50 0/-1,75 0/-2,00 0/-250
C € * except 6x40/22 = 0/-1,05 ** except 4x80/45 - 5x90/50 - 5x100/60 = 0/-1,75
EN 14592 6x80/50 - 6x90/50 = 0/-1,25
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\ Bichromate steel



